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Nokia Mobile Phones

Technical Services, Europe & Africa

Service Bulletin No. SB-066/13.02.03

NHM-5

REPLACING THE SPEAKER

Following instructions should be followed when replacing a speaker with a

speaker gasket in the lightguide:

Note: Never touch any spring contacts or keydomes while changing

parts or handling the lightguide module due to the fact that is can

cause errors or even malfunction of the phone. Always wear hand

gloves and rubber finger protection

(finger protection is not shown in the

pictures below).

Remove the speaker and the speaker gasket. Be careful not to damage or

remove the dust shield.
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Place the lightguide module on the table or in a jig with the display

downwards.

To avoid scratches on the display, it should be protected

with a protection foil (code 9480238)!

Insert the speaker gasket (code 9480588) into the speaker cavity in the

lightguide. Put it in the right position by pressing it slightly with fingers or a

pair of tweezers.

Check that the speaker gasket is inserted properly and that the shape is

perfectly round. Note: no dust shield is shown at next two pictures illustrating

the correct way of insertion of the speaker gasket.
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Pick up the new speaker (code 5140067) from the tray. Due to the risk of

damaging the speaker, do not use tweezers e.g. for picking up or inserting

the speaker. Be careful not to touch any spring contacts or keydomes.

Align the new speaker with the gasket in the lightguide and insert it with a

slight pressure. Do not use tweezers e.g. for picking up or inserting the

speaker. Be careful not to touch any spring contacts or keydomes.

Check that the speaker has been inserted properly. The speaker has to be

parallel with the lightguide.

Note: If the speaker tilts, it has to be taken

away again before aligning it to the gasket.
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